
REAR BUMPER REMOVAL
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1. Disconnect the negative battery cable. (See NEGATIVE BATTERY CABLE DISCONNECTION/
CONNECTION.)

2. Remove the following parts:
(1) Rear over fender (See REAR OVER FENDER REMOVAL/INSTALLATION.)
(2) Rear combination light (See REAR COMBINATION LIGHT REMOVAL/INSTALLATION.)
(3) Rear splash shield (See REAR SPLASH SHIELD REMOVAL/INSTALLATION.)
(4) Rear fog light (with rear fog light) (See REAR FOG LIGHT REMOVAL/INSTALLATION.)
(5) Rear under cover (2WD) (See REAR UNDER COVER REMOVAL/INSTALLATION.)
(6) Rear bumper stay (See REAR BUMPER STAY REMOVAL/INSTALLATION.)

3. Remove the screws.
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4. Remove the screws.
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5. Pull the weatherstrip in the direction of arrow (1) shown in the figure and peel back the weatherstrip to the
positions of arrows (2).
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6. Affix the protective tape to the position shown in the figure to prevent scratches and damage.
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Caution
• Detach the rear bumper hooks from the rear bumper slider using two people, one person supports

the rear bumper. If the rear bumper hooks are detached from the rear bumper without supporting
the rear bumper, it may fall off and be damaged.

• The rear bumper and rear bumper slider are engaged firmly. If they are disengaged forcibly the
bumper could fall and be damaged. Perform the servicing carefully when disengaging the rear
bumper from the rear bumper slider.

7. Detach the rear bumper from the rear bumper slider while holding the rear end of the rear bumper, moving it in
the direction of the arrows shown in the figure, and detaching the hooks.
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8. Lift the rear bumper in the direction of the arrow shown in the figure and pull the rear bumper from the pin.
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9. Disconnect the connector.
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10. Remove the rear bumper by moving it in the direction of the arrow shown in the figure.
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11. Remove the locator pin from the rear end panel.
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